
TECHNICAL DATA SHEET

Type

DESCRIPTION

SHAPE OF BLADE

PITCH   65 mm

  76 mm

  53 mm

with mullion 50/125   178 mm
with mullion 50/50   103 mm
with mullion 50/12   65 mm
with mullion 21/50 MULTI   103 mm

  6000 mm

  1550 mm

  29 mm

OPTIONS Insectmesh frame 2,3 x 2,3mm included
test result situation installed in wall

MATERIAL Aluminium :  

v = 2 m/s C
v = 2.5 m/s D

v =0,5 m/s B
v = 1 m/s B

v = 1.5 m/s

Thermoplastic parts : Clips
Polyamide PA 6,6 -reinforced with glass fibre

DucoWall Classic W 50Z - 65 + options

Continuous louvre wall

WATER RESISTANCE  (EN13030) + options

v = 0 m/s A

C

v = 3,5 m/s D
v = 3 m/s D

VISUAL FREE AREA
75%

PHYSICAL FREE AREA
52%

AIR FLOW DATA  (EN13030) + options

Ce 0,207
K-factor intake 23,34

Cd 0,266
K-factor exhaust 14,13

SURFACE TREATMENT

- specific RAL codes and/or textured paint on request

Profile thickness : min.  1,2mm

MAX. SPAN

STARTING DIMENSION

EN AW-6063 T66 (EN 573-3)

 50Z

BLADE HEIGHT

BLADE DEPTH

INSTALLATION DEPTH

MAX. BLADE LENGTH




