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Duco components and the external control unit. This intelligent 
unit receives signals from the various sensors and from the control units of 
any electronically controlled grilles. These signals are processed in order to 
control, the extractor unit. 

Furthermore, the IQ-unit communicates with an external control unit via the universal 
ModBus protocol (over an RS485 link). This enables the IQ-unit to show all info relating to 
components within the Duco network or the external unit can control the network. 

All ventilation parameters such as CO2, humidity, temperature, stand extraction box setting or grille openings 
can be read out. Moreover, the latter two parameters can also be altered externally.

Technical Data Sheet

IQ-unit

PHYSICAL CHARACTERISTICS

Part number 4193

Width x Height x Depth (mm) 159 x 106 x 48

Weight 251 g

Material ASA+PC

Colours Grey/white with Duco colour logo

Mounting DIN rail

ELECTRONIC SPECIFICATIONS

Communication RF and Wired

Display 2 x 8 digits

Pushbuttons 6

LEDs 3

Connections

24 VDC power supply
Duco Wired
ModBus
Switch Sensor (2x)
PWM IN
PWM OUT

Power supply 24 VDC

Power 1.7 W

Reverse polarity 
protection Graetz bridge

159

10
6

48

33

58
,5

159

10
6

48

33

58
,5




