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control unit. This unit ‘translates’ the signals from the CO2 
sensor or valve, after which the grille opens or closes. Seen from 
the inside, the black unit is on the right.

Technical Data Sheet

Control unit

PHYSICAL CHARACTERISTICS

Part number

4168: for TronicTop 50 - RF/230 VAC
4169: for TronicTop 50 - Wired/24 VDC
4149: for TronicTop 60 - RF/230 VAC
4147: for TronicTop 60 - Wired/24 VDC
4192: for TronicGlasMax/Twin - RF/230 VAC
4191: for TronicGlasMax/Twin - Wired/24 VDC
4166: for Tronic(Mini)Max - RF/230 VAC
4167: for Tronic(Mini)Max - Wired/24 VDC
4146: for ClimaTop 60 - RF/230 VAC
4148: for ClimaTop 60 - Wired/24 VDC

Width x Height x Depth (mm) Depending on grille

Weight Depending on grille

Material ASA

Colour Black

Pushbuttons 1

LEDs 1

Sensors Temperature

ELECTRONIC SPECIFICATIONS

Communication RF or Wired

Power supply
24 VDC (Wired)
230 VAC (RF)
230 VAC + 24 VDC (ClimaTop Wired)

Connections Power supply (24 VDC or 230 VAC)
Duco Wired

Peak power 1.5 W

Standby power 0.5 W

Reverse polarity 
protection Graetz bridge




