Technical Data Sheet

Square Circular Rounded square
Part number Standard: 4179 | XL: 4226 4210 Standard: 4211 | XL: 4227
Weight (g) Standard: 362 | XL:419 381 - Standard: 356 | XL:413
Sizes : -
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Standard: A=180 mm Standard: A=180 mm
XL: A=215mm : : XL: A=215mm
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Steel Pressure / flow curve DucoVent Design n
. Plastic / PVC 100 <
Rateriel Aluminium (Al Mg Si 0.5) " =
Flaked foam D100 P — <
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Colour : White (RAL 9010} 70 D —
: Z e <
Surface treatment : enamelled = L
: HE — S
Maximum flow rate (m3/h) : 75 £ 4 // Z
g I
: 25 m?/h > 35 Pa T o
Back pressure : 50 m3/h = 40 Pa 20 Ll
: 75 m%/h = 35 Pa 10 fr,f —
. . 0
Sound deadening : yes 0 5 10 15 20 25 30 35 40 45 50 Z
: Pressure (Pa) (D
Noise level : < 15 dB(A) at 50 m3/h F)
N = flow with 1 ring flow with 2 rings = flow with 3 ringen LlJ
H suitable for ceiling =)
Fitting / setting-up method : 180 cm min. above floor
60 cm min. from wall
: Z
Connection . with clamping springs on 125 mm duct Ll
: ing: based dible ri =
Setting :  pre-setting: based on audible rings (@)
: fine adjustment: continuous with spindle Ventilation & Sun Control O
-
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